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Firm Name ,GST & Total amount Binocular
Microscope number 08

M/s Spectra Laboratory Instruments co,Ambala

M SR BT faRor Cant
Techni Rate GST Total Amount
cal (Rs.) per | amount( | (Rs.)
Specifi Unit | Rs.)
cation
Numination Light Source type: White LED; Light intensity control using a knob on left side of the frame
LED Power:1 W NO
1. Color temperature:6300 k :
LED average lifetime approx.:50.000h 4900k
. External power supply100/240 Vac,50/60 Hz, Ouiput:5Vde 500mA
2 Observation - Brightfield es
" | Modes Y
Focusing Coaxial coarse and fine focusing mechanism (graduated,0.002 m} with upper stop, to prevent
3. the contact between objective and specimen. yes
Adjustable tension of coarse focusing knob
Stage Double layer with mechanical sliding stage,size 125X116 mm X-Y So<m3m:.ﬁ range76X30.
4, Specimen holder for one side . yes
Vernier scale on the two axes accuracy 0.1 mm
5. | Nosepiece Quadruple revolving nosepiece,rotation on ball bearings yes
Head Binocular observation head,inclined 3¢ degree and Bﬁmﬁmc_m 360 degree 23500/- mwm&oo_‘ - 2,21,840/-
6. Diopter adjustment on left eyepiece yes 12%
Interpupillary adjustment 48-75 mm
7. | Eyepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube length 160 mm made by following objectives:
Achromatic DIN 4X AN 0.10 WD 18 mm .
8. Achromatic DIN 10X AN 0.25 WD 7 mm Yes
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mm{oil immersion)
9, Condenser Abbe condenser N.A, 1.2 precentered No
10. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm Weight: 4 kg ne
Other specification | Binocular with double layer stage
11 Objectives: 4x 10x 40x 100x ves
’ Instruction manual
Dust cover included
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Firm Name ,GST & Total amount Binocular
Microscope number 08

M/s Subham Fogging machine and Medical

M &R BT Em_dﬂ equipment,Jaipur
Techn | Rate{Rs) | GST Total
ical per Unit | amount{Rs. | Amount
Specif ) {Rs.)
ication
illumination Light Source type: White LED; Light intensity control using a knob on left side of the frame NO ]
LED Power:1 W 5300k
1. Color temperature:6300 k 40000 h
LED average lifetime approx.:50.000h 50/140
External power supply100/240 Vac,50/60 Hz, Output:5Vdc 500mA VAC
2 Cbservation Brightfield N
" | Modes N
Focusing "Coaxial coarse and fine focusing mechanism (graduated,0.002 m) with upper stop, to Emswﬂ
3. the contact between objective and specimen. ves
Adjustable tension of coarse focusing knob g
Stage Double layer with mechanical sliding stage,size 125X116 mm, X-Y movement range76X30.
4 Specimen holder for one side yes
Vernier scate on the two axes accuracy 0.1 mm
5. | Nosepiece Quadruple revolving nosepiece,rotation on ball bearings | ves ’
Head Binocular ohservation head,inclined 30 degree and _.o*m,ﬁmw_m 360 degree 21700/- 31 Mum_m\ - 2,04,848/-
8. ‘Diopter adjustment cn left eyepiece no 18 %
Inferpupillary adjusimeni 48-75 mm
7. | Eyepieces Widsfield eyepieces WF 10X/18 with field number 18 mm no
Objective | Achromatic objectives with mechanical tube length 160 mm made by following objectives:
Achromatic DIN 4X AN 0.10 WD 18 mm
8. Achromatic DIN 10X AN 0.256 WD 7 mm yes
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mm{oil immersion}
9. | Condenser Abbe condenser N.A. 1.2 precentered no
10. | Dimensions Heighi: 350 mm Width: 170 mm Depth: 210 mm Weight: 4 kg no
Other specification | Binocular with double layer stage
11 _ Objectives: 4x 10x 40x 100x
. . no
instruction manual
Dust cover included v 3




.._._._WIA_— afafa SINT 41T 1T g W_.Elnﬂ@%— Pl JefTHD .Em.m.ﬂ Enclosure-3

Firm Name ,GST & Total amount
Binocular Microscope number 08

M/s S S Scientific Enterprises,Jaipur

Nm. i
. F T e Tech | Rate(Rs.)) | GST Total
nical perUnit | amount{ | Amount
Speci Rs.) (Rs.)
ficati
on
illurmination Light Source type: White LED; Light intensity conirol using a knob on left side of the frame
LED Power:1 W
1. Color temperature:6300 k Yes
I.LED average lifelime approx.:50.040h
External power supply100/240 Vac,50/60 Hz, Output:5Vdc 500mA
2 Observation Brightfield s
) Modes Y
Focusing Coaxial coarse and fine focusing mechanism (graduated,0.002 m) with upper stop, to prevent the
3. contact between objective and specimen. yes
Adjustable tension of coarse focusing kngb
Stage Double layer with mechanical sliding stage,size 125X116 mm,X-Y movement range76X30.
4, : Specimen holder for one side yes
Vernier scale on the two axes accuracy 0.1 mm
5. Nosepiece Quadruple revolving nosepiece,rotation on ball bearings Yes
Head Binocular observation head,inclined 30 degree and rotatable 360 degree 21050/- 30312/ 1,98,712/-
6. Diopter adjustment on left eyepiece yes 18 %
Interpupillary adjustiment 48-75 mm
7. | Eyepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube length 160 mm made by following objectives:
. Achromatic DIN 4X AN 0.10 WD 18 mm
8. Achromatic DIN 10X AN 0.25 WD 7 mm yes
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mm(oil _Bﬁoa_o:v
8. | Condenser Abbe condenser N.A. 1.2 precentered Yes
10. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm Weight: 4 kg Yes
Other specification | Binocular with double layer stage
11 Objectives: 4x 10x 40x 100x Yes
’ Instruction manual
Dust cover included L F
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Firm Name ,GST & Total amount Binocular

Microscope number 08

M/s Himalaya sales Agencies,Jaipur

M. B HT faavor
) . Techni | Rate(Rs.) | GST Total
cal per Unit amount | Amount
Specifi {Rs.) (Rs.)
cation ,
lliumination Light Source type: White LED; Light intensity control cmS@ a knob on left side of the frame
LED Power:1 W
1. Color femperature:6300 k Yes
LED average lifetime approx.:50.000h
External power supply100/240 Vac,50/60 Hz, 0:85 5Vde 500mA
2 Observation Brightfield yes
" | Modes
Focusing Coaxial coarse and fine focusing mechanism (graduated,0. oow m} with upper stop, to prevent
3. the contact between objective and specimen. ves
Adjustable tension of coarse focusing knob
Stage Double layer with mechanical stiding stage,size 125X116 mm X-Y movement range76X30.
4, Specimen holder for one side yes
Vernier scale on the two axes accuracy 0.1 mm
5. Nosepiece Quadruple revolving nosepiece,rotation on ball bearings Yes
Head Binocular observation head,inclined 30 degree and rotatable 360 degree 20700/- mwmw@. | 1,95,408/-
6. Diopter adjustment on left eyepiece ves 18 % i
Iinterpupillary adjustment 48-75 mm
7. Eyepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube [ength 166 mm made by following objectives:
Achromatic DIN 4X AN 0.10 WD 18 mm
8. Achromatic DIN 10X-AN 0.25 WD 7 mm yes
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD §.13 mm(oil immersion)
9. Condenser Abbe condenser N.A. 1.2 precentered Yes
10. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm Weight: 4 kg Yes
Other specification | Binocular with double layer stage
41 Objectives: 4x 10x 40x 100x Yes
. Instruction manual
Dust cover included . ﬂ
@7,../%« - o




Tfed |fAfd R awrar a1 Afaa fAfderet & gareTd faaRT Enclosure-s

Firm Name ,GST & Total amount

Binocular

Microscope number 08

M/s SDS Scientific ,jaipur

M. B HT faaver
: Techn | Rale(Rs.) | GST Total Amount
ical perUnit | amount{ | (Rs.)
Specif Rs.)
ication
lllumination Light Source type: White LED; Light intensity control using a knob on lefi side of the frame
. LED Power:1 W
1. Color temperature:6300 k Yes
LED average lifetime approx.:50.000h
External power supply100/240 Vac,50/60 Hz, Output:5Vdc 500mA
Observation Brightfield
2 Modes ? yes
Focusing Coaxial coarse and fine focusing mechanism {graduated,0.002 m} with upper stop, {o prevent
3. the contact between objective and specimen. yes
Adjustable tension of coarse focusing knob
Stage Double layer with mechanical sliding stage,size 125X116 mm,X-Y movement ﬂm:@mw@&o
4. Specimen holder for one side yes
Vernier scale on the two axes accuracy 0.1 mm
5. Nosepiece Quadruple revolving nosepiece,rotation on ball bearings yes .
Head Binocular observation head,inclined 30 degree and rotatable 360 degree 20650/- wo._mww_, - 1,97,768/-
6. Diopter adjustment on left eyepiece yes 18 %
Interpupillary adjustment 48-75 mm
7. Evepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube length 160 mm made by following objectives: .
Achromatic DIN 4X AN 6.10 WD 18 mm
8. Achromatic DIN 10X AN 0.25 WD 7 mm yes
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mm(eil immersion)
9, Condenser Abbe condenser N.A. 1.2 precentered yes
18. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm Em_mjﬁ 4 kg yes
Other specification | Binocular with double layer stage
41 Objectives: 4x 10x 40x 100x Yes
’ instruction manual
Dust cover included -
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Firm Name ,GST & Total amount Binocular
Microscope number 08

M/s Ravineh Exports, Jaipur

% ‘
4. FT @ Tech | Rate(Rs.) | GST Total Amount |
nical perUnit | amount{ | (Rs.)
Speci Rs.)
ficati
on
lllumination Light Source type: White LED; Light intensity control using a knob on left side of the ?m:\_m
LED Power:1.W
1. Color temperature:6300 k yes
LED average lifetime approx.:50.000h .
External power supply100/240 Vac,50/60 Hz, Output:5Vdc 500mA
2 Observation Brightfield
" | Modes yes
Focusing Coaxial coarse and fine focusing mechanism {graduated,0.002 m) with upper stop, to prevent
3. the contact between objective and specimen. yes
Adiustable tension of coarse focusing knob .
Stage Double layer with mechanical sliding stage,size 125X116 mm X-Y movement range76X30.
4. Specimen holder for one side yes
Vernier scale on the two axes accuracy 0.1 mm
5. | Nosepiece Quadruple revolving nosepiece,rotation on ball bearings yes 302385
Head Binocular cbservation head,inclined 30 degree and rotatable 360 degree 20000/ 6/- 1,98,230/-
6. Diopter adjustment on left eyepiece yes 18 %
Interpupillary adjustment 48-75 mm .
7. | Eyepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube length 160 mm made by following objectives:
Achromatic DIN 4X AN 0.10 WD 18 mm
8. Achromatic DIN 10X AN 0.25 WD 7 mm yes -
Achromatic DIN 40X AN 0.65 WD 0.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mmoil ::_.:ma_oa
9. | Corlenser Abbe condenser N.A. 1.2 precentered yes
10. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm <<m_@2 4 kg yes
Other specification | Binocular with double layer stage
11. Objectives: 4x 10x 40x 100x yes

Instruction manual
Dust cover included
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Firm Name ,GST & Total amount Binocular
Microscope number 08

‘M/s Elab Solution,Jaipur

M. B BT faavor
: Techni | Rate{Rs.}) | GST Total
cal per Unit | amount( | Amount
Specifi Rs.) {Rs.)
: cation
llumination Light Source type: White LED; Light intensity control using a knob on left side of the frame
LED Power:1 W
1. Color temperature:6300 k Yes
LED average lifetime approx.:50.006h
External power supply100/240 Vac,50/60 Hz, Output:5Vde 500mA
Observation Brightfield
2 Modes o : ves
Focusing Coaxial coarse and fine focusing mechanism (graduated.0.002 m) with upper stop, to prevent
3. the contact between objective and specimen. yes
Adjustable tension of coarse focusing knob
Stage Double layer with mechanical sliding stage,size 125X116 mm, X-Y movement range76X30.
4. Specimen holder for one side Yes
Vernier scale on the two axes accuracy 0.1 mm :
5. | Nosepiece Quadruple revolving nosepiece,rotation on ball bearings Yes
Head Binocular observation head,inclined 30 degree and rotatable 360 degree 19981.25/ 28773/- | 1,88,623/-
6. Diopter adjustment on left eyepiece ves - .
Interpupillary adjustment 48-75 mm
7. Evepieces Widefield eyepieces WF 10X/18 with field number 18 mm yes
Objective Achromatic objectives with mechanical tube length 160 mm made by following objectives:
Achromatic DIN 4X AN 0.10 WD 18 mm
8. Achromatic DIN 10X AN 0.25 WD 7 mm Yes
Achromatic DIN 40X AN 0.65 WD (.53 mm
Achromatic DIN 100X AN 1.25 WD 0.13 mm(oil immersion)
9. | Condenser Abbe condenser N.A. 1.2 precentered yes
10. | Dimensions Height: 350 mm Width: 170 mm Depth: 210 mm Weight: 4 kg Yes -
Other specification | Binocular with double layer stage
1. Objectives: 4x 10x 40x 100x Yes

Instruction manual
Dust cover included
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